
Telescopic pillar
Telemag CPI

Benefits
Push or pull load•	

Fast movement•	

Robust and stable design•	

T-slotted outer tube•	

Standards
EN 60950–1•	

IEC 60950–1•	

UL 60950–1•	
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Telescopic pillars DC versionsTelemag CPI

Suitable control units and accessories

Technical data

  Unit CPI10-D CPI10-E CPI10-F

Max. push force N 1 000 1 500 4 000
Max. pull force N 1 000 1 500 4 000 
Dynamic bending moment (2-section) Nm 250 250 250
Dynamic bending moment (3-section) Nm max. 1 000 max. 1 000 max. 1 000
Speed (full load) mm/s 31 22 11
Speed (no load) mm/s 38 28 17
Stroke mm 200 to 700 200 to 700 200 to 700
Retracted length mm S+150 S+150 S+150
Voltage V DC 24 24 24
Power W 91,2 96 144
Current A 3,8 4 6
Duty cycle: intermittent operation min. 2 min./8 min. 2 min./8 min. 1 min./9 min.
Ambient temperature °C +10 to +40 +10 to +40 +10 to +40
Type of protection IP     30 30 30
Protection class – III/SELV III/SELV III/SELV
Type of control – electrical electrical electrical
Weight (2-section) kg 13 to 30 13 to 30 13 to 30

(3-section) 14 to 34 14 to 34 14 to 34
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Dimensional drawing

Legend:
S = stroke
L = retracted length
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Telescopic pillars DC versions Telemag CPI

Performance diagrams

Bending load diagrams

Load diagram 3-section CPI10-D

Speed-load diagram Current-load diagram

0 500 1 000 1 500 2 000  2 500 3 000 3 500 4 000

10

0

20

30

40

50

60

0

1

2

3

4

5

6

0 500 1 000 1 500 2 000  2 500 3 000 3 500 4 000

Load diagram 3-section CPI10-E
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Load diagram 3-section CPI10-F
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Load diagram 2-section
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Telemag CPI

	  Ordering key

Type

Voltage:
24 V DC 

Load:
Push (N) Pull (N) Speed (mm/s)
1 000 1 000 31 D
1 500 1 500 22 E
4 000 4 000 11 F

Tube set:
2-section 2
3-section 3
2-section T-slotted outer tube 4
3-section T-slotted outer tube 5

Stroke (S):
200 mm 200
250 mm 250
300 mm 300
350 mm 350
400 mm 400
450 mm 450
500 mm 500
550 mm 550
600 mm 600
650 mm 650
700 mm 700
Other stroke lengths XXX

Electrical options:
None 0
2-Hall encoder F
Lifetime monitoring M
2-Hall encoder and lifetime monitoring N

Cable through option:
None 0
Mains cable feedthrough, protection class I (retracted length +30 mm) max 250 V AC, max 10 A C

Special:
None 0
Back-up nut (only for 4 000 N version) B

C P I 1 0 – T 0 – 0 0 0

Options shown in italics are only available on demand. Contact SKF for more information on minimum quantities and additional costs.

Accessories

Designation Order N°

Top mounting plate (without T-slot), Bore 202,2™170,2 mm ZBE–333426 M/0126542
Top mounting plate (with T-slot), Bore 202,2™170,2 ZBE–333434 M/0126543
Bottom mounting plate 3-section, Bore 161,2™129,2 mm ZBE–333428 M/0126541
Bottom mounting plate 2-section, Bore 181,8™149,6 mm ZBE–333427 M/0126540
Screw for bottom mounting plates M10™25 (1 screw required) ZBE–510978 M/0125359
Screw for top mounting plates M8™35 (4 screws required) ZBE–530564 M/0126539
Screws for bottom mounting plates M8™35 (4 screws required) ZBE–530564 M/0126539
Motor cable 2xDIN8, 1 000 mm, black ZKA–306009–1000 M/0105471
Motor cable 2xDIN8, 1 500 mm, black ZKA–306009–1500 M/0105472
Motor cable 2xDIN8, 2 500 mm, black ZKA–306009–2500 M/0105473
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